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UNPACKING

Always have assistance when lifting 
the generator. The generator is heavy; 
lifting it could cause bodily harm.

Avoid cutting on or near staples to 
prevent personal injury.

Tools required - box cutter or similar device.

1. Carefully cut the packing tape on top of the carton.

2. Remove socket wrench, and oil funnel and save for 
later.

3. Carefully cut two sides of the carton to remove the 
generator. 

WHAT COMES IN THE BOX

Spark Plug Socket Wrench (1)

Dual-Purpose Screwdriver (1)

User Manual (1)

Warranty Information (1)

Funnel (1) 

30A 120V L5-30P to TT-30R Plug Adapter (1)

450ml 10W30 Oil (1)

DISCLAIMERS:
All information, illustrations and specifications in this manual are based on the latest information available at the 
time of publishing. The illustrations used in this manual are intended as representative reference views only. 
Moreover, because of our continuous product improvement policy, we may modify information, illustrations and/or 
specifications to explain and/or exemplify a product, service or maintenance improvement. We reserve the right to 
make any change at any time without notice. Some images may vary depending upon which model is shown.

ALL RIGHTS RESERVED:
No part of this publication may be reproduced or used in any form by any means - graphic, electronic or 
mechanical, including photocopying, recording, taping or information storage and retrieval systems - without the 
written permission of CHONGQING DINKING POWER MACHINERY CO., LTD 

This manual contains important instructions for operating this inverter generator. For your 
safety and the safety of others, be sure to read this manual thoroughly before operating the 
generator. Failure to properly follow all instructions and precautions can cause you and others 
to be seriously hurt or killed.
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Spark Plug Socket Wrench

Used in spark plug maintenance, 
inspection, and installation.

Phillips and slot blade 
screwdriver used for generator 
maintenance.

Dual-Purpose Screwdriver Funnel

It's used to oil the generator.

DESCRIPTION OF FITTINGS

Note: Actual tools may differ in appearance or design from image shown.

10W30 Oil

Be sure to add oil before starting 
the generator.

30A 120V L5-30P to TT-30R 
Plug Adapter

Change the 30A 120V L5-30R 
socket to the TT-30R socket.
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Model Number: _____________________________________Name: ___________________________________________

Serial Number: ______________________________________Street Address:  ___________________________________

Date Purchased: ____________________________________

Purchased From: ____________________________________

City, State, ZIP: ____________________________________

Country: __________________________________________

Phone Number: ___________________________________

E-Mail: ___________________________________________

WARRANTY CARD

R
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SAFETY WARNING

DANGER WARNING

ATTENTION
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SAFETY INSTRUCTIONS

Before operating the generator, it will help you avoid accidents to read and understand the Manual and 
familiarize yourself with the safe operation procedures of the generator. 

Please do not use indoors
Please do not use in humid 
environment

Do not directly connect to the 
household power supply system Please do not smoke when refueling

Please do not spill when refueling
Please shut down the generator 
before refueling 
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SAFETY INSTRUCTIONS

SAFETY LABELS AND DECALS

GM3300i

CHONGQING DINKING POWER MACHINERY CO.,LTD.

DC Output

Rated ambient temperature

Rated Power

Rated Voltage

Rated Frequency

Rated Current

Number Of Phases

Insulation Class

3.0kW

120V

60Hz

25A

 5V1A/2.1A

Single

25℃

Class F

Rated Speed 4600rpm

Power Factor 1
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NAMES OF COMPONENTS

 Fuel Tank Cap: Open the fuel tank cap and fill with 

proper amount of gasoline.

 Recoil Handle: Pull to start the engine.

Left Outer Cover

 Right Outer Cover

Control Panel: Contains the reset breaker, outlets 

and warning lights.

Engine Cooling Vents: Helps move airflow in unit 

to regulate engine temperatures.

Oil Maintenance Panel: Unscrew the bolts to 

remove the outer cover, add or replace the oil.

Muffler: Avoid contact until the engine is cooled 

down. The spark arrestor prevents sparks from exiting 

the muffler. It must be removed for servicing.

⑨ Spark Plug Access Cover: Remove the cover to 

service the spark plug.

⑩ Air Filter Maintenance Panel: Clean or replace 

the air filter element.

3

1

2 5

6

9

7

4

810

GM3300i

GM3300i
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CONTROL FUNCTIONS

CONTROL PANEL FEATURES

10

12

11

 120V AC 20A 5-20R Outlet: The outlet is capable 

of carrying a maximum of 20 amps. 

 USB Duplex: 5V DC that come in 1 amps and2.1 

amps.

AC Reset: If the inverter is overloaded, the reset 

breaker will trip. The engine will continue to run, but 

there will be no output from the inverter. Unplug the 

devices and reduce the load. Push in the reset breaker 

to reset it.

 Efficiency Mode Switch: When turned to the ON 

position, the engine will sense the load needed and run 

at a slower RPM to save fuel.

Ground Terminal: The ground terminal is used to 

externally ground the inverter.

Low Oil Alarm: Indicates low oil level.

Overload Alarm: Indicates that the inverter is 

overloaded.

Output Indicator: Indicates the inverter is ready to 

be used.

⑨ : Turn position to CHOKE to start the Multi-Switch

engine, and turn to RUN position once the engine is 

running. Switch to OFF to stop inverter.

AC Breaker: If the inverter is overloaded, the reset 

breaker will trip to block current.

Parallel Connectors: To increase AC power output,  

the connector sockets are used to connect the two 

same type generator with special paralleling cords. The 

connector sockets is only used to the 

communication between the inverters, they can not 

used for AC power output. The special paralleling 

cords shall be purchase separately, and they shall be 

approved by certification body.

⑫ 120V AC 30A TT-30R Outlet(NEMA RV30): The  
outlet is capable of carrying a maximum of 30 amps. 



PREPARATIONS

Fuel1

 

 DANGER

�  Fuel is flammable and toxic, please read the Safety Instruction carefully before refueling;

�  Do not fuel too full, otherwise fuel will spill after fuel tank is warmed;

�  After refueling, confirm that the fuel tank cap has been tightened.

 

ATTENTION

�  After refueling, dry gasoline residue with a clean and soft cloth in time to avoid damaging plastic 

enclosure;

�  Unleaded gasoline must be used, as leaded gasoline can seriously damage internal parts of the 

generator;

Fuel tank capacity: 1.0gal (3.7L)

Oil2

1.

T .2.

T

3.

4.
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PREPARATIONS

Pre-use Inspection3

 

WARNING

Even if the generator is not in service, its important component may suddenly fails. Before the 

generator is started up, if any of following components is unable to work properly, please inspect 

and repair carefully.

Tip: 

Pre-operation inspection

Fuel

� .

Oil

�

�

Abnormal conditions during operation

� 

� .
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STARTING UP THE GENERATOR

Remove the load from all output ends;1.

Switch ECO switch to "OFF";2.

Turn Multi-Switch to "CHOKE" position;

Tip: When hot engine is started up, it is unnecessary to close the choke 

valve, but turn the combination switch to "RUN".

3.

First gently pull startup handle, until guy cable is hooked tight, and then pull 

it with effort. 

Tip: When pulling the hand starter, hold generator carrying handle firm, to 

prevent the generator from overturning.

4.

 After the generator starts, turn the Multi-Switch to "RUN".5.

Plug in after started.6 .
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SHUTTING DOWN THE GENERATOR

 Turn the Multi-Switch to "OFF" position;2.

Unplug the power cord;1.



USING THE GENERATOR

Service Environment of the Generator1

Generator Wiring2

OK

OK

� ℉ ℃ ℉ ℃
� 

� 

Standard atmospheric condition

� T ℉
� Ф
� 

When actual environmental condition is inconsistent with the condition of output power of the generator 

set:

�

�

� ASL

�

.

� 

� A

�

①

②

� 
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USING THE GENERATOR

Connection of AC power

 WARNING

All electrical equipment shall be disconnected before inserting the plug.

 

ATTENTION

�

�

�

Tip:

①

② T

③

④

⑤

Tip:

Generator Grounding3

①

②

③

④

.
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SERVICE AND MAINTENANCE
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SERVICE AND MAINTENANCE

 

WARNING

Spark Plug Inspection1

.

1.

2.

3.

Spark plug gap: 0.7-0.8mm

Standard spark: 

4.

Tip: 

.

BRANDBRAND MODEL

NGK
C7HSA

CR6HSA

TORCH A5RTC

17



SERVICE AND MAINTENANCE

.

Spark plug torque: 14±1N.m(123.9±8.8in-lb)

5.

Tip: 

Adjustment of the Carburetor2

.

Replacement of Oil3

 WARNING

Do not drain the oil immediately after turning off the generator. Oil temperature is very high, when 

operating, take care to avoid scalding.

1.

T2.

3.

18



SERVICE AND MAINTENANCE

4.

5.

Recommended oil: SAE S10W/30 

Oil grade: API standard Model SJ or higher 

Volume: 0.12gal(0.45L)                                      

               

Air Filter4

, 

.

1.

2.

3.

 

ATTENTION

Be sure not to twist the foam cleaner element forcibly to avoid damage.

Tip:
4.

19



SERVICE AND MAINTENANCE

5.

Fuel Filter Screen5

 

WARNING

Be sure not to open fuel tank of the generator in a place where smoking or with flame.

Be sure to screw fuel tank cap tight.

 
ATTENTION

20
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STORAGE AND TRANSPORT

Generator Storage1

If it is stored long-term, in order to prevent aging, you shall take some storage measures.

Turn the Multi-Switch to "OFF". 1.

Open fuel tank cap, to take out fuel filter screen. 

Pump all fuel in fuel tank into special fuel tank, 

and then reassemble fuel tank cap back.

2.

Start up the engine to burn off fuel in the carburetor, and then shut it down.3.

Tip: Do not connect any electrical equipment. Running time of the engine depends on remaining fuel in the fuel 

tank.

Remove the engine service panel to access the carburetor. Locate the clear 

plastic hose from the float that is exiting out the bottom of the inverter, and 

place a suitable container under it to catch the drained fuel. 

4.

Loosen the carburetor drain screws until you see fuel draining from the 

carburetor.

5.

Allow fuel to drain into the container and tighten the drain screws on the 

carburetor. Install the engine service panel.

6.

After the engine is completely cooled, switch off ventilation knob of fuel tank cap.7.
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STORAGE AND TRANSPORT

Unscrew oil dipstick, and drain oil in the crankcase off. Fill new oil to upper oil limit, and then assemble 

oil dipstick.
8.

Gently pull startup handle until you feel resistance, allowing both inlet valve 

and exhaust valve to be closed.

9.

Place the generator set in a clean and dry area.10.

Generator Transport2

�  When the generator set is transported, it shall be ensured that there is no fuel spilling;

�  Do not fill excessive fuel into fuel tank;

�  Do not run the generator, and avoid direct sunlight;

�  Do not transport the generator set on rough road for long time.
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TROUBLESHOOTING



24

TROUBLESHOOTING
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TECHNICAL PARAMETERS

Item

Engine Model

Engine Type

Displacement (cc)

Gas Distribution Mode

Cooling Mode

Rated Speed (RPM)

Starting Method

Fuel Tank Volume (gal)

Fuel Type and Grade

Lubricating Oil Capacity (gal)

Lubricating Oil Model

Forced cooling wind

Vehicle-use unleaded gasoline

Noise dB (at 7m)(25% load)

Rated Power (kW)

Max. Power (kW)

Rated Voltage (V)

Rated Frequency (Hz)

Rated Power Factor

Phase Number

Run Time @ 25% (h)

Overall Dimension (in.)

Net Weight (lb.)

18.9x11.4x17.3(480×290×440mm)

GM3300i

Stroke x Bore (mm)

164F/P

145

OHV

4600

Recoil start

1.0(3.7L)

SAE 10W/30

0.12(0.45L)

62

3.0

3.3

120

60

1

Single phase

47.4(21.5kg)

64x45

6

4-stroke

Fuel Consumption Rate
(25% load)(L/h)

THD

Fuel Consumption Rate
(100% load)(L/h)

0.85

1.9

3

Valve Clearance Input valve：0.03~0.08mm, Output valve：0.03~0.08mm
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R
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In production management, based on orderly, efficient, scientific principles. trying to do as 
better as possible in product design, development, production, inspection, etc. to make our 
production can keep orderly. And will continue to make improvement to make sure that 
keep the competitiveness. 
Welcome friends at home and abroad to visit and guide, work together to create 
brilliant.

Phone 866-960-2920

Http://www.genmaxpower.com/

E-mail

You

Tube f
+

R

6800.J034.WM0613.0002 V1

Facebook Linkedin YouTube

service@genmaxpower.com

ADD: 301 Doubleday Ave Ontario CA 91761
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